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TABLE 23 TO SUBPART UUU OF PART 63—OPERATING LIMITS FOR INORGANIC HAP
EMISSION LIMITATIONS FOR CATALYTIC REFORMING UNITS

As stated in §63.1567(a)(2), you shall meet each operating limit in the following table that

applies to you.

For each applicable process vent for a new or ex-
isting catalytic reforming unit with this type of con-
trol device . . .

You shall meet this operating limit during coke burn-off and catalyst reju-
venation . . .

1. Wet scrubber

2. Internal scrubbing system or no control device
(e.g., hot regen system) meeting outlet HCI con-
centration limit.

3. Internal scrubbing system meeting HCI percent
reduction standard.

4. Fixed-bed gas-solid adsorption system ..............

5. Moving-bed gas-solid adsorption system (e.g.,
Chlorsorb ™ System).

The daily average pH or alkalinity of the water (or scrubbing liquid) exiting
the scrubber must not fall below the limit established during the perform-
ance test; and the daily average liquid-to-gas ratio must not fall below the
limit established during the performance test.

The daily average HCI concentration in the catalyst regenerator exhaust
gas must not exceed the limit established during the performance test.

The daily average pH or alkalinity of the water (or scrubbing liquid) exiting
the internal scrubbing system must not fall below the limit established
during the performance test; and the daily average liquid-to-gas ratio
must not fall below the limit established during the performance test.

The daily average temperature of the gas entering or exiting the adsorption
system must not exceed the limit established during the performance
test; and the HCI concentration in the adsorption system exhaust gas
must not exceed the limit established during the performance test.

The daily average temperature of the gas entering or exiting the adsorption
system must not exceed the limit established during the performance
test; and the weekly average chloride level on the sorbent entering the
adsorption system must not exceed the design or manufacturer's rec-
ommended limit (1.35 weight percent for the Chlorsorb ™ System); and
the weekly average chloride level on the sorbent leaving the adsorption
system must not exceed the design or manufacturer’s recommended limit
(1.8 weight percent for the Chlorsorb ™ System).

[70 FR 6955, Feb. 9, 2005]

TABLE 24 TO SUBPART UUU OF PART 63—CONTINUOUS MONITORING SYSTEMS FOR
INORGANIC HAP EMISSIONS FROM CATALYTIC REFORMING UNITS

As stated in §63.1567(b)(1), you shall meet each requirement in the following table that ap-

plies to you.

If you use this type of control device for your vent . . .

You shall install and operate this type of continuous monitoring
system . . .

1. Wet scrubber ............

...... Continuous parameter monitoring system to measure and
record the total water (or scrubbing liquid) flow rate entering
the scrubber during coke burn-off and catalyst rejuvenation;
and continuous parameter monitoring system to measure
and record gas flow rate entering or exiting the scrubber dur-
ing coke burn-off and catalyst rejuvenation'; and continuous
parameter monitoring system to measure and record the pH
or alkalinity of the water (or scrubbing liquid) exiting the
scrubber during coke burn-off and catalyst rejuvenation. 2

2. Internal scrubbing system or no control device (e.g., hot | Colormetric tube sampling system to measure the HC1 con-

regen system) to meet HC1 outlet concentration limit.

centration in the catalyst regenerator exhaust gas during
coke burn-off and catalyst rejuvenation. The colormetric tube
sampling system must meet the requirements in Table 41 of
this subpart.

3. Internal scrubbing system to meet HC1 percent reduction | Continuous parameter monitoring system to measure and

standard.

record the gas flow rate entering or exiting the internal
scrubbing system during coke burn-off and catalyst rejuvena-
tion; and continuous parameter monitoring system to meas-
ure and record the total water (or scrubbing liquid) flow rate
entering the internal scrubbing system during coke burn-off
and catalyst rejuvenation; and continuous parameter moni-
toring system to measure and record the pH or alkalinity of
the water (or scrubbing liquid) exiting the internal scrubbing
system during coke burn-off and catalyst rejuvenation. 2
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